Set-up on the 20:1 Brewing system is easy. Simply plumb in the water supply, plug in the system’s built in cord, and turn the machine on. The 20:1 system will sense a dry probe and begin filling the tank automatically. Once the water in the tank has reached the proper level, the element will automatically turn on and begin heating. In minutes, the correct brewing temperature will be reached, and you’re ready to brew!

Brew your favorite coffee or iced tea with perfect precision.
Technical Features

- 3 Independent Brew Selections with adjustable Brew time and Brew volume.
- Modular Tank and Automated System
- Universal Base easily locates container and eliminates counter top messes.
- Modular Cabinet you can easily convert the brewer height with patented Riser system.
- Hot Water Faucet can be located on either side. (Special order on right)
- Gourmet Spray head for rain drop brewing.
- Easy Set-Up!

20 to 1 Combo

![Diagram of 20 to 1 Combo brewer]

Shipping Weight: 24 lbs

Additional Information

<table>
<thead>
<tr>
<th>Model</th>
<th>Part Number</th>
<th>Height</th>
<th>Width</th>
<th>Depth</th>
<th>Volts</th>
<th>Watts</th>
<th>Amps</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>20:1 Combo</td>
<td>PN: 121736</td>
<td>17.875&quot;</td>
<td>8.5&quot;</td>
<td>19.875&quot;</td>
<td>120 V</td>
<td>1750W</td>
<td>14.6A</td>
<td>24 LBS</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>240 V</td>
<td>1750W</td>
<td>14.6A</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>120 V</td>
<td>1400W</td>
<td>11.7A</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>240 V</td>
<td>1750W</td>
<td>14.6A</td>
<td></td>
</tr>
</tbody>
</table>

Sticker Set for changing buttons

Manufactured in the USA

newco.coffee.com